
TEIJ24

INSULATING JACKET INSTRUCTION 
TWIN EAGLES POWER BURNER

18772D    09/19

TEPB24HG-C
TEPB24-C

APPLY WEATHER
 PROOF SEALANT

ALL AROUND

REGULATOR SET
AT 10" WC (LP GAS)

OR 4" WC (NATURAL GAS)

TYPICAL REAR GAS CONNECTION

TYPICAL BOTTOM
GAS CONNECTION

INSTALLER SUPPLIED
GAS SHUTOFF VALVE

INSULATING JACKET

INSTALLER SUPPLIED
GAS SHUTOFF VALVE
(MUST BE IN AN
ACCESSIBLE LOCATION)

POWER BURNER

TYPICAL GAS HOOK UP

WARNING FOR CALIFORNIA RESIDENTS
 
Cancer and Reproductive Harm -
www.P65Warnings.ca.gov

WARNING
WARNING POUR LES RESIDENTS DE LA 
CALIFORNIE
Cancer et Troubles de l'apperiel reproducteur-
www.P65Warnings.ca.gov

AVERTISSEMENT

SEE NOTE BELOW

* When Installing, use front right knockout to keep power cord cool.  If using LP gas cylinder 
and insulating jacket (DHIJ), use stainless flexible hose to connect LP gas cylinder to grill 
Regulator.


